
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 

• Tightness testing new pipework installation 
• Tightness testing existing pipework 

installation 

• Direct purging of both new and existing 
pipework installations 

TPCP1A Testing & Purging of Large Commercial Pipework 

Old Gas Depot, Wallsend, NE28 0BD 
 

enquiries@lomaxtraining.co.uk 
0191 262 3040 

Course Objectives: 

Duration:    2 Days 

Course Space:   6 - 10 Learners 

Method of Delivery:    Trainer led 
 

 

Technical Information 

Who is this for? 
   

 

• The course is for experienced operatives who wish to undertake tightness 
testing & direct purging of installation pipework not exceeding 1m³ in 
volume, 40 mbar pressure and 150mm diameter natural gas only. 

• Operatives must hold either the Core Commercial Gas Safety (COCN1) or 
COCN 1LS qualification or the Changeover Domestic to Commercial Gas 
Safety (CODNCO1) qualification. 

Theory & practical assessments. 

Knowledge of all commercial gas installation systems. 

To provide gas operatives with training in testing & purging to 
IGE/UP/1A and prepare them to undertake assessment 

This course covers Tightness testing & direct purging of installation pipework not exceeding 1m³ in 
volume and 150mm diameter. 
Completion of this qualification will enable individuals to show competency on the Gas Safe register. 

Date Produced:    
  
Assessment Type:  
 

Qualification required to deliver: 
 
 
Aims: 

September 2019 
 


